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Econ-Line




Solo 3

Duo 3

Fahrwerke Econ-Line

Empfohlenes Transportgewicht bis 20 t, Bauhdhe 110 mm

Solo 3

Transport trolleys Econ-Line

Recommended for loads up to 20 metric tons, height 110 mm

I Die Transportfahrwerke der neuen Econ-Line haben eine Kapazitdit von je
3.000 kg, 6.000 kg und 12.000 kg pro Einheit, zum einfachen und sicheren
Transport schwerer Maschinen und anderen Lasten.

W ,Solo 3" mit 3 Tonnen Traglast verfiigt Gber eine verzinkte Deichsel mit Handgriff.

W ,Solo 6” und ,Solo 12“ mit 6 Tonnen beziehungsweise 12 Tonnen Kapazitdt
haben eine verzinkte Deichsel mit Zugdse zum Einhdngen an Stapler oder Zug-
fahrzeuge. Die Lenkfahrwerke werden in robuster SchweiBitechnik hergestellr.

I Die Fahrwerke bestehen jeweils aus 2 Kassetten mit verzinkter Verbindungsstange.
Je 2 Kassetten ,Duo 3” haben zusammen 3 Tonnen Kapazitdt, die Modelle ,Duo-
6" und ,Duo 12 habe pro Kassetten-Paar analog je 6 Tonnen beziehungsweise
12 Tonnen Tragfthigkeit. Wir empfehlen als maximales Transportgewicht eine
geringere Last als die Traglast der einzelnen Gerdite. So vermeiden Sie Uberladung
bei unebenem Untergrund und ungleicher Gewichtsverteilung.

Il Die Rollen werden aus hochwertigen Polyurethan und Polyamid-Werkstoff herge-
stellt, in das je 2 Radiallager eingepresst werden. Optional sind auf Anfrage auch
Vulkollan-Rollen lieferbar.

I Die Auflageflichen sind mit robustem rutschhemmendem Waffelgummi belegt.
I Die niedrige Einbauhdhe von 110 mm ist mit gdngigen Transportgerdten kompatibel.
I Die Gerdite der neven Econ-Line werden in der EU produziert.

I The transport trolleys of the new Econ-Line have a load capacity of 3000 kg, 6000 kg
and 12000 kg each unit, for easy and safe transport of heavy loads and machines.

I “Solo 3" has a transport capacity of 3 tons and is outfitted with a galvanized
pulling bar with handle.

W “Solo 6" and “Solo 12" have load capacities of 6 and 12 tons respectively and
come with a galvanized towing bar with pulling eye to allow for towing with a
tugger or forklift. All steerable trolleys are made from robust welding-technology
construction.

M The odjustable-width transport trolleys consist of two individual load cassettes
with a galvanized connecting bar. The two load cassettes of “Duo 3" have 3 tons
capacity, two cassettes of “Duo 6" or Duo 12 have 6 tons and 12 tons capabili-
ty respectively. We recommend a maximum transport weight that is less than the
individual capacity of each unit. This will prevent overloading of the trolleys on
uneven ground or with unequal load distribution.

I The rollers are made from polyurethan and polyamide material, fitted with 2
radial bearings. Alternatively, trolleys can be outfitted with Vulkollan rollers, availa-
ble upon request.

I All load surfaces are outfitted with antiskid rubber load pads.
I The low height of only 110 mm is compatible to common transport systems.
I The trolleys of the new Econ-Line are produced in the European Union.

Empfohlenes Transportgewicht bis Recommended load weight up fo 5t/ metric fons 10t/ metric fons

Typ Type Skizze/Sketch Solo 3 Duo 3 Solo 6 Duo 6
Traglast Load capacity kg / Ibs 3000/ 6600 2x1500/2x 3300 6000/13200 2x3000/2x 6600
Anzahl der Rollen Number of castors Stiick / ps. 4 4 8 8
Abmessungen der Rollen Castors dimensions Oxl mm/in  85x86 3.3"x3.3" 85x86 3.3"x3.3" 85x86 3.3"x3.3" 85x86 3.3"x3.3"
Einbauhthe Height mm/in 110/4.3" 110/4.3" 110/4.3" 110/4.3"
Auflagefliiche je Kassette Supporting surface per cassette ExF mm /i 120x70/4.7"x2.8" 120x160/7.5"x6.3"
Abmessungen Kassette Cassette dimensions L2xB2 mm /i 203x106/8.9"x4.2" 205x199/9.1"x7.8"
Verbindungsstange Connecting bar Linge / Length  mm /in 1100/43.3" 1100/43.3"
Kassetten verstellbar (assettes adjustable from - to G-H mm /in 125-990/4.9"-34.6" 250-900/9.8"-31.9"
Auflagefliiche Drehteller Supporting surface of turnable gC mm /in 150 /5.9 150/5.9"

Abmessungen Lenkwerk Dimensions L1xB1 mm/in 250x263 /9.8"x104" 470x550/18.5"x21.7"

Lenkstange Handlebar Linge / Length  mm/in 960* / 37.8" 1040/ 41"

Gewicht Weight kg / Ibs 11/243 9/198 27/595 20/44,1
Bestell-Nr. Polyurethan Order-no. polyurethan 70703 20 70 803 20 70 706 20 70 806 20
Bestell-Nr. Polyamid Order-no. polyamid 70703 1 70803 1 70706 1 70806 1




Solo 12

Skizzen Fahrwerke

Polyurethan Polyamid Solo 6

Duo 6
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Empfohlenes Transporigewicht bis Recommended load weight up to 20 t / metric tons
Typ Type Skizze/Sketch Solo 12 Duo 12
Traglast Load capacity kg / Ibs 12000/ 26456 2x6000/2x 13228
Anzahl der Rollen Number of castors Stiick / pcs. 16 16
Abmessungen der Rollen (astors dimensions Oxl mm/in 85x86/3.3"x3.3" 85x86/3.3"x3.3"
Einbauhdhe Height mm/in 110/4.3" 110/4.3"
Auflagefliiche je Kassette Supporting surface per cassette ExF mm/in 120x160/7.5"x6.3"
Abmessungen Kassette (assette dimensions L2xB2 mm/in 205x372/9.1"x 147"
Verbindungsstange Connecting bar Linge / Length  mm/in 1100/43.3"
Kassetten verstellbar (assettes adjustable from - to G-H mm/in 250-900/98"-319"
Auflagefliiche Drehteller Supporting surface of turnable g mm/in 150/59"
Abmessungen Lenkwerk Dimensions L1xB1 mm/in 470x914 /18.5"x 36"
Lenkstange Handlebar Linge / Length  mm/in 1040/ 41"
Gewicht Weight kg / Ibs 45/99 25/551
Bestell-Nr. Polyurethan Order-no. polyurethan 7071220 7081220
Bestell-Nr. Polyamid Order-no. polyamid 70 7121 70812 11
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